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Standard Detail & Specifications

DELAWARE
EROSION

L contrOU

Construction Site Waste Mgt &
Spill Control

DATA TO BE PROVIDED

Volume of Potential
Pollution

Height of containment
Area of containment
Volume of containment

Double layer plastic
Fuel Tank sheeting, or
approved equal

/ Min. 9" compost
/ log or DE# 3
= Stone berm

Stake as required per
compost log
manufacturer guidelines

Double layer /
/;aet\c sheeting

Fuel Tank

Spill
containment
Area

HANDBOOHK

Source: Symbol: Detail No.
DE-ESC-3.6.1
Delaware ESC Handbook Sheet 10of 5

DELAWARE
EROSION

""""""""" Standard Detail & Specifications

CONTROL

oeoos - Construction Site Waste Mgt &
Spill Control

Pollution Prevention - Spill Prevention

1. Fueling should only take place in signed designated areas, away from downstream drainage
facilities and watercourses.

2. Fueling must be with nozzles equipped with automatic shut-off to control drips. Do not top off.

w

. Protectthe areas where equipmentorvehicles are being repaired, maintained, fueled or parked
from storm water run-on and runoff.

. Use barriers such as berms to prevent storm water run-on and runoff, and to contain spills.
. Place a “Fueling Area” sign next to each fueling area.
. Store hazardous materials such as fuel, solvents, oil and chemicals in secondary containment.

N oo b

. Inspect vehicles and equipment for leaks on each day of use. Repair fluid and oil leaks
immediately.

8. Absorbent spill clean-up materials and spill kits must be available in fueling areas and on fuel
trucks.

9. Iffueling is fo take place at night, make sure the fueling area is sufficiently illuminated.
10. Properly dispose of used oil, fluids, lubricants and spill clean-up materials.
CLEAN UP SPILLS

1. Ifitis safe to do so, immediately contain and clean up any chemical and/or hazardous material
spills.

2. Properly dispose of used oil, fluids, lubricants and spill clean-up materials.

3. Do not bury spills or wash them down with water.

LEAKS AND DRIPS

1. Use drip pans or absorbent pads at all times. Place under and around leaky equipment.
2. Do not allow oil, grease, fuel or chemicals to drip ontfo the ground.

3. Have spill kits and clean up material on-site.
4

. Repair leaky equipment promptly or remove problem vehicles and equipment from the site.
Clean up contaminated soil immediately.

5. Store contaminated waste in sealed containers constructed of suitable material. Label these
containers properly.

6. Clean up all spills and leaks. Promptly dispose of waste and spent clean up materials.

Standard Detail & Specifications

Effective February 2019

Source: Symbol: Detail No.
DE-ESC-3.6.1
Delaware ESC Handbook Sheet 2 of 5

Construction Site Waste Mgt &
Spill Control
Notes:

The Construction Site Pollution Prevention Plan should include the following elements:
1. Material Inventory

Document the storage and use of the following materials:
a. Concrete

Detergents

Paints [enamel and latex)

Cleaning solvents

Pesticides

Wood scraps

Fertilizers

Ta ™m0 a0 o

Petroleum based products
2. Good housekeeping practices
a. Store only enough product required to do the job.

b. Allmaterials shall be stored in a neat, orderly manner in their original labeled containers
and covered.

Substances shall not be mixed.

a n

When possible, all of a product shall be used up prior to disposal of the container.
e. Manufacturers’ instructions for disposal shall be strictly adhered to.

f. The site foreman shall designate someone to inspect all BMPs daily.

3. Waste management practices

a. Allwaste materials shallbe collected and stored in securely lidded dumpstersin alocation
that does not drain to a waterbody.

b. Waste materials shall be salvaged and/or recycled whenever possible.

c. The dumpsters shall be emptied a minimum of twice per week, or more if necessary. The
licensed trash hauler is responsible for cleaning out dumpsters.

DELAWARE
EROSION

——
L. CONTROL
HANDBOOK

Effective February 2019

Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet 3 of 5

DELAWARE
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""""""""" Standard Detail & Specifications

CONTROL

oeoos - Construction Site Waste Mgt &
Spill Control
Notes (cont.)

d. Trash shall be disposed of in accordance with all applicable Delaware laws.

e. Trash cans shall be placed at all lunch spots and littering is strictly prohibited. Recycle bins
shall be placed near the construction trailer.

f. Iffertilizer bags can notbe stored in a weather-proof location, they shall be kepton a pallet
and covered with plastic sheeting which is overlapped and anchored.
4. Equipment maintenance practices

a. If possible, equipment should be taken tfo off-site commercial facilities for washing and
mainfenance.

b. If performed on-site, vehicles shall be washed with high-pressure water spray without
detergents in an area contained by an impervious berm.

c. Drip pans shall be used for all equipment maintenance.
d. Equipment shall be inspected for leaks on a daily basis.

e. Washout from concrete trucks shall be disposed of in a temporary pit for hardening and
proper disposal.

f. Fuel nozzles shall be equipped with automatic shut-off valves.

g. All used products such as oil, antifreeze, solvents and fires shall be disposed of in
accordance with manufacturers’ recommendations and local, state and federal laws and
regulations.

5. Spill prevention practices

a. Potential spill areas shall be identified and contained in covered areas with no connection
to the storm drain system.

b. Warning signs shall be posted in hazardous material storage areas.

c. Preventive maintenance shall be performed on all tanks, valves, pumps, pipes and other
equipment as necessary.

d. Low or non-toxic substances shall be prioritized for use.

DELAWARE
EROSION

Standard Detail & Specifications

Effective February 2019

Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet 4 of 5

HANDBOOHK

Construction Site Waste Mgt &
Spill Control
Notes (cont.)

e. Confactinformation for reporting spills through the DNREC 24-Hour Toll Free Number shall
be prominently posted.

6. Education

a. Bestmanagement practices for construction site pollution control shall be a part of regular
progress meetings.

b. Information regarding waste management, equipment maintenance and spill prevention
shall be prominently posted in the construction trailer.

CONTACT INFORMATION

——
L. CONTROL

Effective February 2019

DNREC 24-Hour Toll Free Number 800-662-8802
DNREC Solid & Hazardous Waste Management Section 302-739-9403
Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet 5 of 5

Effective February 2019

OWNER'S CERTIFICATION:

I, THE UNDERSIGNED, CERTIFY THAT ALL LAND CLEARING, CONSTRUCTION AND
DEVELOPMENT SHALL BE DONE PURSUANT TO THE APPROVED STANDARD PLAN AND THAT
RESPONSIBLE PERSONNEL (I.E. BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE
WILL HAVE A CERTIFICATE OF TRAINING PRIOR TO INITIATION OF THE PROJECT, AT A
DNREC SPONSORED OR APPROVED TRAINING COURSE FOR THE CONTROL OF EROSION AND
SEDIMENT DURING CONSTRUCTION. IN ADDITION, | GRANT THE DNREC SEDIMENT AND
STORMWATER PROGRAM AND/OR RELEVANT DELEGATED AGENCY THE RIGHT TO CONDUCT
ON-SITE REVIEWS.

SIGNATURE DATE

PRINTED NAME TITLE

MILLVILLE VOLUNTEER FIRE COMPANY, INC.
35554 ATLANTIC AVENUE

MILLVILLE, DE 19967

302-539-7319

SEQUENCE OF CONSTRUCTION:

IDENTIFY ASPHALT AND CONCRETE TO BE REMOVED.
DEMOLISH AND REMOVE ASPHALT AND CONCRETE FROM SITE
INSTALL BUILDING FOUNDATION

INSTALL SIDEWALK

APPLY PERMANENT SEEDING TO DISTURBED AREAS

g s wNRE

NON-RESIDENTIAL STANDARD PLAN GENERAL NOTES:

DeLauene : J) Reguane 1. THE DNREC SEDIMENT AND STORMWATER PROGRAM (OR DELEGATED AGENCY)
Standard Detail & Specifications ™|/ oo NT L | SEDIMENT Standard Detail & Specifications SHALL BE NOTIFIED IN WRITING 5 DAYS PRIOR TO COMMENCING WITH
Concrete Washout HARDBOOHK HANDBOOH Concrecte Washout CONSTRUCTION. FAILURE TO DO SO CONSTITUTES A VIOLATION OF THE
APPROVED SEDIMENT AND STORMWATER MANAGEMENT PLAN.
DATATO BE PROVIDED Plan View Construction Notes: 2. REVIEW AND/OR APPROVAL OF THE SEDIMENT AND STORMWATER MANAGEMENT
mﬁhw‘ ‘ Concrete Washout Sign PLAN SHALL NOT RELIEVE THE CONTRACTOR FROM HIS OR HER RESPONSIBILITIES
Depth, 4 Zj;; EZ:L;]E;?H;MH 1. Locate washout area a minimum of 50 feet from open channels, stormdrain inlets, wetlands or FOR COMPLIANCE WITH THE REQUIREMENTS OF THE DELAWARE SEDIMENT AND
access drive location) Acoose drie to be paved or waterbodies. STORMWATER REGULATIONS, NOR SHALL IT RELIEVE THE CONTRACTOR FROM
‘ T@tsma;friad‘ QCPECW”"?W 2. Locate washout area so that it is accessible fo concrete equipment (service with a minimum 10 foot ERRORS OR OMISSIONS IN THE APPROVED PLAN.
Eﬂfm :?e '(‘égggc”?gfj%"’” wide gravel accessway), but so itis not in a highly active construction area causing accidental
N N damage. 3. IF THE APPROVED PLAN NEEDS TO BE MODIFIED, ADDITIONAL SEDIMENT AND
\ \ 3. Min:mulm dr:nlwensiolns forlprefobricoted ur(;its are4feeft by 4 feet by;foo‘rdeep withho minimum STORMWATER CONTROL MEASURES MAY BE REQUIRED AS DEEMED NECESSARY BY
4mil polyethylene plastic liner. Minimum dimensions for constructed concrete washout areas are 6
feet by 6 feet by 3 feet deep, with a minimum 10mil polyethylene liner, 2:1 side slopes, and a 1 foot DNREC OR THE DELEGATED AGENCY.
high by 1 foot wide compacted fill berm.
4 Thel ) 4. FOLLOWING SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY
. The liner must be free of tears or holes and placed over smooth surfaces to prevent puncturing.
J Connect to paved For excavated washouts, anchor the liner underneath the berm or overtop with sandbags or STABILIZATION SHALL BE COMPLETED FOR ALL PERIMETER SEDIMENT CONTROLS,
or gravel surface concrete blocks to hold in place. SOIL STOCKPILES, AND ALL OTHER DISTURBED OR GRADED AREAS ON THE
5. Provide a sign designating the washout area, and for large construction sites, provide signs PROJECT SITE WITHIN 14 CALENDAR DAYS UNLESS MORE RESTRICTIVE FEDERAL
Section A-A throughout directing traffic fo its location. REQUIREMENTS APPLY.
Compacted Berm with liner 6. Allow washed out concrete mixture to harden through evaporation of the wastewater. Once the

keyed underneath (or see 2% olope

sandbag option below)

facility has reached 75 percent of its capacity, remove the hardened concrete by reusing the broken 5. ALL EROSION AND SEDIMENT CONTROL PRACTICES SHALL COMPLY WITH THE
aggregate onsite, recycling, or disposing of offsite. The hardened material can be buried on site DELAWARE EROSION AND SEDIMENT CONTROL HANDBOOK. LATEST EDITION

with minimum of 1 foot of clean, compacted fill.

Paved or gravel

jgi:aﬁtd:ve o 7. ﬁi)cyaljlzrceldrtnew liner before reusing the station for additional washouts after maintenance has 6. AT ANY TIME A DEWATERING OPERATION IS USED, IT SHALL BE PREVIOUSLY
ol surface APPROVED BY THE AGENCY CONSTRUCTION SITE REVIEWER FOR A NON-EROSIVE
POINT OF DISCHARGE, AND A DEWATERING PERMIT SHOULD BE APPROVED BY THE

DNREC WELL PERMITTING BRANCH.

10 mil

Undisturbed or
Compacted Berm with compacted earth
liner overtop with a
sandbag or concrete
block anchor

Note: Prefabricated concrete
washout option not shown.

concrete bmkﬂ Alternate Liner Option 7.  APPROVAL OF A SEDIMENT AND STORMWATER MANAGEMENT PLAN DOES NOT

Sandbag or
GRANT OR IMPLY A RIGHT TO DISCHARGE STORMWATER RUNOFF. THE
Source: Symbol: Detail No. Source: Symbol: Detail No. OWNER/DEVELOPER IS RESPONSIBLE FOR ACQUIRING ANY AND ALL AGREEMENTS,
Adapted from DE-ESC-3.6.2 Adapted from DE-ESC-3.6.2 EASEMENTS, ETC., NECESSARY TO COMPLY WITH STATE DRAINAGE AND OTHER
Colorado Urban Storm Drainage CcwW Sheet 10f 2 Colorado Urban Storm Drainage CcwW Sheet 2 of 2 APPLICABLE LAWS
Criteria Manual, Vol 3 Criteria Manual, Vol 3 .

8.  THE CONTRACTOR SHALL AT ALL TIMES PROTECT AGAINST SEDIMENT OR DEBRIS
LADEN RUNOFF OR WIND FROM LEAVING THE SITE. PERIMETER CONTROLS SHALL
BE CHECKED DAILY AND ADJUSTED OR REPAIRED TO FULLY CONTAIN AND
CONTROL SEDIMENT FROM LEAVING THE SITE. ACCUMULATED SEDIMENT SHALL BE
REMOVED WHEN IT HAS REACHED HALF OF THE EFFECTIVE CAPACITY OF THE
CONTROL. IN ADDITION, THE CONTRACTOR MAY NEED TO ADJUST OR ALTER
MEASURES IN TIMES OF ADVERSE WEATHER CONDITIONS, OR AS DIRECTED BY THE
AGENCY CONSTRUCTION SITE REVIEWER.

Effective February 2019 Effective February 2019

9.  BEST AVAILABLE TECHNOLOGY (BAT) SHALL BE EMPLOYED TO MANAGE TURBID
DISCHARGES IN ACCORDANCE WITH REQUIREMENTS OF 7. DEL C. CH 60,
REGULATIONS GOVERNING THE CONTROL OF WATER POLLUTION, SECTION 9.1.02,
KNOWN AS SPECIAL CONDITIONS FOR STORMWATER DISCHARGES ASSOCIATED
WITH CONSTRUCTION ACTIVITIES, AND DNREC POLICIES, PROCEDURES, AND
GUIDANCE.

A FEROSION CONTROL PLAN)] o4ss.
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